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Second Issue

Miniature Basic Switches

Features

Low operating force to 75 grams maximum
Sensitive differential travel of 0,2 mm maximum
Power load switching capahility up to 156 A
Motor handling capacity of1/3 HP

Long mechanical iife of 20.000.000 cycles
Temperature tolerance up to + 80 C

08B EE

® High temperature construction for use up to

+200C

® Gold alloy contacts for special applications
® For listings conforming to BSI, KEMA, SEMKO,

NEMKO, DEMKOQ,SEV., U.L., CSA,VDE, please
contact your local branch office.

Description

The V3 series switches are small switches which feature high electri-
cal capacity and long life. Their size and shape meet design require-
ments in all types of applications.
For best results especially in the application of the high temperature
contact a Honeywell Sales Office.

Circuitry

1* Single-pole
Double-throw 4 a4

2* Single-pole
Single-throw
Normally-closed

3* Single-pole
Single-throw
Normally-open

Technical Data

Electrical

Rating . . |
Code® Electrical Ratings .

A 10A res., BA ind.,
6A motor load, 3.6A lamp load, 30Vde.
CSA listed :
10A and 1/3HP, 125 or 260Vac.,
1/2A, 125Vde ; 1/4A, 250Vdc ;
4A, 125Vac “L" {lamp load).

B 10A res., 10A ind. [sea level),
6A ind. {15,000m),
6A motor load, 30Vdc.
CSA listed :
15A and 1/3HP, 125 or 250Vac.,
1/2A,125Vdc ; 1/4A, 250Vdc ;
5A, 120Vac “L" {lamp load).

c 10A, 250Vac or 28Vdc ;
1/2A, 125Vde ; 1/4A, 250Vdc.

*

Referred to in ardering charts.

MICRO SWITCH Division

* Referred to in ordering charts.
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Terminals
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Switch photographs in the ordering guide are all shown with quick
connect terminals.,
Catalogue P Cir- Elec. O.F. R.F. P.T. O.T. D.T. 0.P. Drawing
Listing Description cuitry Data g. g. mm mm mm mm Nr.
V3-9001M-D18 Up to 15A lcad 1 B 170400 110 1.2 0.8 0.15-040 14,7404 1
handiing. Also min, max. min.
D8 or screw
terminals
V3-9007M Up to 15A load 2 B 170400 110 1.2 08 0.15-040 14.740.4 2
handling. min. max. min.
Solder terminals
V3-9016M Up to 15A load i B 170400 110 1.2 0.8 0.15-:040 14.7H04 3
handling. Short min. max. min.
solder terminals
v3-9019M Up to 15A load 1 B 170400 110 1.2 0.8 0.15-040 147404 2
handling. min. max. min.
Solder terminals
V3-9021M-D18 Up to 15A load 2 B 170400 110 1.2 0.8 0.15-040 14.740.4 1
handling. Also min. max. min.
screw terminals
V3-9023M-D18 Up to 15A load 3 B 170400 110 1.2 0.8 0.15-040 14.7+0.4 1
handling. Also min. max. min.
screw terminals
V3-9026M Up to10A load 1 A 198-340 140 1.2 038 0.05-0.15 14.7+04 4
handling. Low min. max. min.
differential
travel. Screw
terminals
V3-9029M High temperature 1 B 170400 110 1.2 0.8 0.15.046 14.7+0.4 4
operation +150°C. min. max. min,
Screw terminals
V3-8032M Up to 15A load 3 B 170400 110 1.2 08 0.156-040 147404 2
handling. min, max. min.
Solder terminals
Characteristics :
O.F.— Operating Force ; 0.T.— Overtravel ;
R.F.-- Release Force ; D.T.— Differential Travel ;
P.T.— Pretravel ; 0.P.— Operating Position,
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Auxiliary Actuators

Catalogue T O.F.* A.F.* o.7T.* D.T.* o.p.* Drawing
Listing Description g. q. mm mem Approx, mm Nr.
Jv-9001 Straight leaf 510 170 0.8 04 15 11
. 21.3mm** max. min. min. max.
-J
- JV-9007 Long leaf 425 170 1.3 0.6 14.5 12
32.3mm** max. min. min, max.
, JV-9005  Roller leaf 510 170 0.8 0.4 20.3 13
20.6mm™** max. min. min, max.
Jv-9026 Long iever 65 6 3.6 4.7 12.7 14
44.5mm max. min. min. max.
JV-8020  Roller lever 140 28 18 2.0 19.5 5
19mm max. min. min. max.
]
¥
ou . i JV-9030  One-way 510 170 0.5 04 24.9 18
Roller-leaf max. min, min. max.
20.6mm**

Characteristics :

0.F.— QOperating Force ;

R.F.— Release Force ;
0.T.— Quertravel ;

D.T.— Differential Travel ;
O.P.— Operating Position.

Lx

Characteristics are taken with actuators assembled to catalogue
listing V3-9001 M.

Actuatar is at free position and measured from the zentre line
of the upper mounting hole to the end of the lever or the centre
line of the roller.

Mounting hardware is provided with each package,
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Dimensions shown in mm are for reference only.

Distributor:

Elblinger Elektronik GmbH
Lange Wanne 25

38259 Salzgitter

Telefon: 05341 /8212-1

Fax:

05341/ 8212-99

e-mail: mail@elblinger-elektronik.de
Internet: www.elblinger-elektronik.de
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