LTC Batteries S ah N

- .
L 886 Size: 16D > XOL - extended operating life

Performance Data
(Typical values for batteries stored at +25 °C for one year)

0 Typical Discharge Curves at +25 °C

System Lithium Thionyl Chloride 3.5 5
Nominal voltage 3.6V 3.0F
Nominal capacity 1.7 Ah >25 g 1] (2] 3] [4] 5} ¢6
Nominal current 0.5 mA %2.0 E_ 4 —
Max. continuous discharge current 10 mA £ Ls - £ ’z_iﬂ 52 P .
Pulse current capability 20 mA =2 F 3=l 2 33k ~1mA 170 Ah |
, 3 3: 10kQ ~0.3mA 1.65Ah |
Anode surface area 7.5cm 1.0 3 4 33KQ -01mA 160Ah
Lithium content 0.5 = 5: 100kQ ~0.03mA 1.50 Ah |
. s 0'55 0246 510 6: 330kQ ~0.01mA 1.40 Ah
We]ght Zlg 0‘0 C_1 IIIIIII| 1 IIIIIII| 1 IIIIIIII 1 IIIIIIII 1 IIIIIIII L
Volume 8.2 cm? 0.1 1 10 10? 10° 10* 10°
Temperature range —55°C ... +85°C Time / h
Available Capacity
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° WARNING:
Fire, explosion, and
severe burn hazard. Do not
. .. recharge, disassemble, heat
Available Terminations Catalogue No.  5hove 100 °C, incinerate, or
SL-886/P Pins 11118864 00 expose contents to water.
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